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STORAGE OF KODERUS CONCRETE FACADE PANELS ON CONSTRUCTION 
PLACE 

1. General Provisions 

1.1. To ensure the highest quality of KODERUS concrete facade panels until their installation, 
it is essential to follow the established storage requirements on the construction site. 

1.2. Improper storage can negatively affect both the aesthetic appearance and technical 
properties of the panels. Proper storage methods must therefore be ensured. 

 

2.   Storage Requirements 

2.1. Panels must be placed on a flat, horizontal surface to avoid tilting or deformation. 

2.2. Pallets with the products must be covered to protect them from: 

• direct sunlight 

• rain 

• dust 

• other environmental influences 

2.3. Panels must not touch the ground — pallets should be elevated (e.g., using wooden 
beams or a dry base) to prevent moisture buildup. 
2.4. Panels may be stored on a pallet up to a maximum stack height of 2.5 meters. 

 

3. The Importance of Protective Film 

3.1. Protective film between the panels helps prevent moisture intrusion. 

3.2. If the film is damaged, surface stains may form, especially under high humidity. 

3.3. To protect the panels: 

• Keep the protective film intact; 
• Do not leave the products uncovered; 
• Shield from direct rain exposure. 

4. Delivery Recommendations 

4.1. The KODERUS team assists clients in ensuring smooth delivery of products to the site. 

4.2. Since transportation is handled by external partners, it's strongly recommended to 
carefully inspect the shipment upon delivery to ensure no damage has occurred to the 
panels during transport. 
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